
Product Name: SAMSUNG INTERIOR FILM
Specification: 0.42 x 1,220 (mm)

TEST RESULTS

 Unit
Requirement

(Customer Specification)
Test Result  Result

mg/kg Not Detected Not Detected 	Pass

% 	≤ 3.0% 0.40% Pass

- 	HB or higher 3H Pass

TD N ≥ 20.0 47.0 Pass

MD N 	≥ 20.0 58.1 Pass

TD % 	≥ 50 221 Pass

MD % 	≥ 50 210 Pass

TD N ≥ 1.5 20.58 Pass

MD N ≥ 1.5 17.85 Pass

 Initial(20 min) gf/inch ≥ 1,200 1,200 Pass

Retention(24 hr) gf/inch ≥ 1,200 1,600 Pass

MD ≤ 1.5 0.3 Pass

TD ≤ 1.5 0.2 Pass

min Reference Value 10 min 46 sec
14 min 34 sec -

mg/kg Not Detected Not Detected Pass

1) Cd, Hg, Pb, Cr+6, PBBs, PBDEs
2) DEHP+DBP+BBP+DINP+DIDP+DnOP+DIBP

PERFORMANCE TEST REPORT

Test Item Test Method

	Restricted Heavy Metals1) Common Safety Standards
for Children's Products

Abrasion Resistance KS M ISO 9532

Pencil Hardness ASTM D3363           (250g)

Tensile
Strength

KS M 3505

KS M 3505

Elongation
KS M 3505

KS M 3505

Tear
Strength

KS M 3505

KS M 3505

Adhesion 	In-house Standard

Heat
Resistance mm In-house Standard

(60°C, 48 hr, Cross-cut Test)

Gas Toxicity
(Average Time to Incapacitation) KS F 2271

	Restricted Phthalates2) 	Common Safety Standards
for Children's Products
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